THE SPECIFICATIONS OF YUE BAO MAGNETIC HEAD
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B APPLICATION E&HIViH
For paper money countersand paper money identification devices.

T4 L
Identification for various paper money. &Fh4k T BB Oy IR

M FEATURE %% 5
@® Magnetic testing of contacting type Rt fm AR I
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B SPECIFICATIONS #i#% (YBBAO5)

NO ITEM SPECIFICATIONS NOTE
' W H Fikk HE

1 | Magnetic track length BEZEEE | 5mm

2 | D.C.Resistance BEfiHH 625 Q +20% DC 20°C

3 | Impedance FHFT 3.8K Q +20% 100pA 1KHz
4 | Inductance HLE 600mH +20% 1KHz

5 | Insulation Resistance Z&ZHH |50MQ Min DC 250V

6 | Core Earth #EHiEE[H 10Q  Max DC 3V

7 | Induction Noise &N = -75dB  Max 50Hz 10e

SHENZHEN YUE BAO ELECTRONIC INDUSTRY CO.LTD. #JIE=x
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Add: Buji Shenzhen Guangdong China  #tidl: J"RIEYIAAH

Tel (H3%): 0755-2 8872009 28872010 Fax (f8E): 0755-2 8871146
Cable (HBHE): 4726 Postcode (BB 4wH%): 518112
Internet:http://www.yuebao.com

E-mail:szyuebao@public.szptt.net.cn

B2 H2W




